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SHENZHEN LILUTONG TECHNOLOGY INDUSTRY CO., LTD.

NO. 83, PINGXIN NORTH RD., PINGHU, SHENZHEN 518111, CHINA
Tel: (86) 755 89636160 Fax: (86) 755 84692111 Email: huang@lltcable.com

CABLE SPECIFICATION 2¢x 2.5+ E

Wires: Brown. blue(silicon E12) Conductor: /1.7 BC
Earth wire: 1/0.8TC

Wrapping: Mica tape
Outer jacket: Red {L52H LTS3)

Wrapping: Fire resistant AL foil

B2 9+005
By 8+0 2
Material / purity Bare Copper
% No./diameter of wire(s) |
E
g Diameter 1.7
O
Maximum resistance 7.41Q/KM
= Type Silicon - EI2
é Radial Thickness 0.7mm
= Colours/No.s Brown,Blue
e
g~ .
=Y Type Mica tape
= s
A
Earth/Drain Wire 0.8 Tinned Copper
S
'g % Type AL tape
A
Type low smoke halogen free - LTS3
%D Radial thickness 0.7mm
E Diameter (min/max/nom) 7 840.2mm
w2
Colour Red
Marking (tag/reel) 100m/reel, 500m/reel
BS 7629-1:2008
BS 6387:2013 (Category CWZ)
Standards EN 50200:2006 (Class PH30)
EN 50200:2006 Annex E (30 mins)
BS 5839-1:2013 (Clause 26.2d Standard)




